
ROUND BALE
UNROLLER

DESIGNED TO EASE AND QUICKEN THE CHORE OF 
FEEDING ROUND BALES OF HAY

MAKE 
LIFE BETTER



YOUR LOCAL DEALER:

No more wrestling with big round 
bales, the Valmetal round bale 
unroller will eagerly handle and 
distribute the big rolls, saving 
you efforts and time.

Winch and apron are driven by 
powerful hydraulic motors.

A 4’ x 5’ (1,2 m x 1,5 m) round 
bale can be distributed in a 
surprisingly short period of time 
and without any effort.

A winch equipped with two 
cables linked up to a set of 
telescopic arms safely loads the 
bale on the wagon (No ramp is 
needed).

Sturdy paddles run onto anti-friction polymer bands 
(UHMW). #662-H apron chains, tensible strenght of 8500 
Lbs each (3860 Kg).

Automatic tensioners always provide constant tension on the two chains of the 
apron. The round bale unroller is driven by a 9 Hp Honda Motor and a high 
performance hydrostatic pump.

The apron is driven by a 1 1/4’’ 
(32 mm) diameter shaft located 
at the front of the wagon.The 
round bale unroller is equipped 
with 6 plies tires, 4 at the front.

FEATURES

Lenght: 85’’ (215 cm)

Width: 54’’ (137 cm)

Height: 61’’ (155 cm)

Weight: 1200 Lbs (545 Kg)

Power: 9 Hp

Specifi cations, descriptions and illustrative material in this literature are as accurate as known at the time of publication, but are subject to change without prior notice. Illustrations may include optional 
equipment and accessories, and may not include all standard equipment.
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